Layout of and Modifications to the Berlin Wall
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The Berlin Wall was more than 140 kilometres (87 mi) long. In June 1962, a second, parallel fence some 100 metres (110 yd) farther into East German territory was built. The houses contained between the fences were razed and the inhabitants relocated, thus establishing the No Man's Land that later became known as The Death Strip. The No Man's Land was covered with raked gravel, rendering footprints easy to notice and thus enabling officers to see which guards had neglected their task; it offered no cover; and most importantly, it offered clear fields of fire for the wall guards. Through the years, the Berlin Wall evolved through four versions:

1. Wire fence (1961)

2. Improved wire fence (1962–1965)

3. Concrete wall (1965–1975)

4. Grenzmauer 75 (Border Wall 75) (1975–1989)

The "fourth-generation wall", known officially as "Stützwandelement UL 12.11" (retaining wall element UL 12.11), was the final and most sophisticated version of the Wall. Begun in 1975 and completed about 1980, it was constructed from 45,000 separate sections of reinforced concrete, each 3.6 metres (12 ft) high and 1.2 metres (3.9 ft) wide, and cost 16,155,000 East German Marks or about 3,638,000 United States Dollars. The concrete provisions added to this version of the Wall were done so to prevent escapees from driving their cars through the barricades. The top of the wall was lined with a smooth pipe, intended to make it more difficult to scale. It was reinforced by mesh fencing, signal fencing, anti-vehicle trenches, barbed wire, dogs on long lines, "beds of nails" under balconies hanging over the "death strip", over 116 watchtowers, and 20 bunkers. This version of the Wall is the one most commonly seen in photographs, and surviving fragments of the Wall in Berlin and elsewhere around the world are generally pieces of the fourth-generation Wall. The layout came to resemble the inner German border in most technical aspects, except the Berlin Wall had no landmines and no Spring-guns. 

